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PRESTRESSED TRAPEZOIDAL TUB GIRDER
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NOTE:  FOR DIMENSION "A", SEE "GIRDER SCHEDULE"
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STIRRUPS, INSIDE WEB
STIRRUPS, OUTSIDE WEB

LONGITUDINAL BOTTOM 4G10

STIRRUP, OUTSIDE WEB 
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BOTTOM FLANGE
WEB TIE
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BENDING DIAGRAM (ALL DIMENSIONS ARE OUT TO OUT)
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¢ BEARING
   RECESS

¾" CHAMFER ON
WEB FOR SKEWS 
GREATER THAN 15°

END OF 
P.S. GIRDER

90°

LIFTING BARS ~ H.S. THREADED
BARS WITH ANCHOR PLATES AND
NUTS AT BOTTOM. SEE NOTE 5.

90°

FIELD BEND
ALT. SIDES

GIRDER SLOPE

½" EXPANDED POLYSTYRENE 
FOR SKEWS GREATER THAN 15°

LEVEL (AFTER
CASTING SLAB)

LEVEL (AFTER
CASTING SLAB)

BEARING WIDTH + 2" - SEE
"MISC. DIAPHRAGM DETAILS" SHEET

BOTTOM OF TUB

90°
90°

1"

1"

SAWTEETH ARE FULL WIDTH.  USE SAWTOOTH KEYS
FROM BOTTOM OF BOTTOM FLANGE TO BOTTOM OF
LOWEST HARPED STRAND AS WELL AS TOP FLANGE
ADJACENT TO HARPED STRANDS AS SHOWN ON 
"TYPICAL END ELEVATION" THIS SHEET.

SAWTOOTH DETAILS
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GIRDERGIRDERGIRDERGIRDER FFFF HHHH WWWW
U54G4 1'-0" 4'-6" 4'-0"
U54G5 1'-6" 4'-6" 5'-0"
U66G4 1'-0" 5'-6" 4'-0"
U66G5 1'-6" 5'-6" 5'-0"
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1'-9" 12'-0"
SPLAY  G1 #5, G2 #5 AND  G7 #5

7"

TYPICAL SECTION

TRANSVERSE REINFORCING
AT SKEWED ENDS

ONLY TRANSVERSE REINFORCING SHOWN

ELEVATION

PLAN

BOTTOM OF TUB SPALL PROTECTION
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Þ - VARIES FOR SKEWED ENDS.
á - #3 OR #4 MAY BE SUBSTITUTED.  FIELD BENDING IS OPTIONAL.
ä - SHALL BE CHECKED FOR EFFECT OF VERTICAL CURVE.
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